
AMS  PRODUCTORS

	Device
	Output Voltage
(V)
	Operating Current
	Initial Tolerance 
(mV)
	Package Availability
	Operating Temp
(°C)
	Temp. Coefficient (ppm/°C)

	AMS285-1.2
	1.2
	10mA to 20mA
	±4, ±12, ±25
	TO-92, SO-8, SOT-89
	-40 to +85
	25, 50, 100

	AMS385-1.2
	1.2
	10mA to 20mA
	±4, ±12, ±25
	TO-92, SO-8, SOT-89
	0 to +70
	25, 50, 100

	AMS285-2.5
	2.5
	20mA to 20mA
	±20, ±38, ±75
	TO-92, SO-8, SOT-89
	-40 to +85
	25, 50, 100

	AMS385-2.5
	2.5
	20mA to 20mA
	±20, ±38, ±75
	TO-92, SO-8, SOT-89
	0 to +70
	25, 50, 100

	AMS285
	Adjustable
	10mA to 20mA
	±12, ±15
	TO-92, SO-8, SOT-89
	-40 to +85
	25, 50, 100

	AMS385
	Adjustable
	10mA to 20mA
	±12, ±15
	TO-92, SO-8, SOT-89
	0 to +70
	25, 50, 100

	AMS236
	2.5
	400mA to 10mA
	±25, ±50
	TO-92, SO-8
	-25 to +85
	25, 50, 100

	AMS336
	2.5
	400mA to 10mA
	±50, ±100
	TO-92, SO-8
	0 to +70
	25, 50, 100

	AMS5010
	1.2
	50mA to 5mA
	±15
	TO-92, TO-52
	0 to +70
	5, 10, 25, 50, 100

	AMS5010
	1.2
	50mA to 5mA
	±15
	TO-52
	-55 to +125
	25, 50, 100

	AMS1004-1.2
	1.2
	10mA to 20mA
	±4, ±15
	TO-92, SO-8, SOT-89
	0 to +70
	25, 50

	AMS1004-2.5
	2.5
	20mA to 20mA
	±20, ±40
	TO-92, SO-8, SOT-89
	0 to +70
	25, 50

	AMS04/AMS05
	1.2/2.5
	15mA/20mA to 20mA
	±15/ ±25
	TO-92, SO-8
	0 to +70
	50, 100

	AMS9491
	1.2
	10mA to 20mA
	±10, ±20
	TO-92, SO-8
	0 to +70
	50, 100

	AMS1009
	2.5
	400mA to 10mA
	±5, ±10
	TO-92, SO-8
	0 to +70
	25

	AMS124
	1.2
	50mA to 4mA
	±15
	SOT-23
	-40 to +85
	50, 100

	AMS255
	2.5
	100mA to 100mA
	±25, ±50
	SOT-23
	-40 to +85
	60, 100

	AMS4041
	1.2
	60mA to 100mA
	±3, ±6, ±12
	 TO-92, SO-8, SOT-89, SOT-23
	-40 to +85
	25, 50, 100

	AMS4040
	2.5
	250mA to 100mA
	±6, ±12, ±25
	 TO-92, SO-8, SOT-89, SOT-23
	-40 to +85
	25, 50, 100

	AMS3100-1.2
	1.2
	10mA to 20mA
	±6, ±12, ±25
	SOT-23
	-40 to +85
	50, 100

	AMS3100-2.5
	2.5
	20mA to 20mA
	±12, ±25, ±50
	SOT-23
	-40 to +85
	50, 100

	AMS3100
	Adjustable
	10mA to 20mA
	±6, ±12, ±25
	SOT-23
	-40 to +85
	50, 100

	AMS3100A-2.5
	2.5
	20mA to 20mA
	±12, ±25, ±50
	SOT-23
	-40 to +85
	50, 100


	Device
	Output Current
(A)
	Output Voltage
(V)
	Initial Tolerance
(mV)
	Package Availability
	Dropout Voltage
(V)
	Operating Temperature
(°C)

	AMS1082
	10
	Adj,1.5, 2.5, 2.85, 3.0, 3.3, 3.5, 5.0
	±1
	3L TO-220, 3L TO-263
	1.3
	0 to +125

	AMS1083
	8
	Adj,1.5, 2.5, 2.85, 3.0, 3.3, 3.5, 5.0
	±1
	3L TO-220, 3L TO-263
	1.3
	0 to +125

	AMS1084 
	5
	Adj,1.5, 2.5, 2.85, 3.0, 3.3, 3.5, 5.0
	±1
	3L TO-220, 3L TO-263, TO-252
	1.3
	0 to +125

	AMS1085
	3
	Adj,1.5, 2.5, 2.85, 3.0, 3.3, 3.5, 5.0
	±1
	3L TO-220, 3L TO-263, TO-252
	1.3
	0 to +125

	AMS1086
	1.5
	Adj,1.5,1.8, 2.5, 2.85, 3.0, 3.3, 3.5, 5.0 
	±1
	SOT-223,3L TO-220, 3L TO-263, TO-252
	1.3
	0 to +125

	AMS1501
	1.5
	Adj,1.5, 2.5, 2.85, 3.0, 3.3, 3.5, 5.0
	±1
	5L TO-220, 5L TO-263, 5L TO-252
	1.15/0.45
	0 to +125

	AMS1503
	3
	Adj,1.5, 2.5, 2.85, 3.0, 3.3, 3.5, 5.0
	±1
	5L TO-220, 5L TO-263, 5L TO-252
	1.15/0.45
	0 to +125

	AMS1505
	5
	Adj,1.5, 2.5, 2.85, 3.0, 3.3, 3.5, 5.0
	±1
	5L TO-220, 5L TO-263, 5L TO-252
	1.15/0.45
	0 to +125

	AMS1508
	8
	Adj,1.5, 2.5, 2.85, 3.0, 3.3, 3.5, 5.0
	±1
	5L TO-220, 7L TO-220, 5L TO-263
	1.15/0.45
	0 to +125

	AMS1510
	10
	Adj,1.5, 2.5, 2.85, 3.0, 3.3, 3.5, 5.0
	±1
	5L TO-220, 7L TO-220, 5L TO-263
	1.15/0.45
	0 to +125

	AMS1505V
	5
	Adj,1.5, 2.5, 2.85, 3.0, 3.3, 3.5, 5.0
	±1
	5L TO-220, 5L TO-263
	1.15/0.20
	0 to +125

	AMS1585
	4.6
	Adj,1.5, 2.5, 2.85, 3.0, 3.3, 3.5, 5.0
	±1
	3L TO-220, 3L TO-263
	1.2
	0 to +125

	AMS1587
	3
	Adj,1.5, 2.5, 2.85, 3.0, 3.3, 3.5, 5.0
	±1
	3L TO-220, 3L TO-263
	1.2
	0 to +125

	AMS2501/2502
	1
	Adj,1.5, 1.8, 2.5, 2.85, 3.0, 3.3, 3.5, 5.0
	±1
	8L SOIC
	0.5
	0 to +125

	AMS317
	1
	Adj,1.8, 2.5, 2.85, 3.3, 5.0, *
	±2, ±3
	SOT-223, TO-252, 3L TO-220, 3L TO-263
	1.3
	0 to +125

	AMS2910
	1
	Adj,1.5,1.8, 2.5, 2.85, 3.3, 5.0, * 
	±1
	SOT-223, TO-252, 3L TO-220, 3L TO-263
	1.3
	0 to +125

	AMS2906
	0.6
	Adj,1.5,1.8, 2.5, 2.85, 3.3, 5.0, * 
	±1
	SOT-223, TO-252, SOT-89
	1.3
	0 to +125

	AMS1117
	1
	Adj,1.5, 1.8, 2.5, 2.85, 3.3, 5.0, *
	±1
	SOT-223, TO-252, SO-8 
	1.3
	0 to +125

	AMS2911
	1
	Adj,1.5,1.8, 2.5, 2.85, 3.3, 5.0, * 
	±1
	SOT-223, TO-252, 3L TO-220, 3L TO-263
	1.3
	0 to +125

	AMS2908
	0.8
	Adj,1.5, 1.8,2.5, 2.85, 3.3, 5.0, * 
	±1
	SOT-223, TO-252
	1.3
	0 to +125

	AMS2905
	0.5
	Adj,1.5,1.8, 2.5, 2.85, 3.3, 5.0, * 
	±1
	SOT-223, TO-252, SOT-89
	1.3
	0 to +125

	AMS2907 
	0.5 
	Adj,1.5,1.8, 2.5, 2.85, 3.3, 5.0, * 
	±1 
	SOT-223, TO-252, SOT-89 
	1.3 
	0 to +125 

	AMS78LXX
	0.1
	5.0, 6.2, 8.0
	±4
	TO-92, SO-8, SOT-89
	0.6
	0 to +125

	AMS3102
	0.3
	Adj., 2.0, 2.5, 3.3, 3.5, 4.0, 5.0, *
	 ±1,   ±3
	TO-92, SOT-89, SOT-23-3, SOT-23-5, SO-8
	0.3
	-25 to +125

	AMS3107
	0.5
	Adj., 2.0, 2.5, 3.3, 3.5, 4.0, 5.0, *
	 ±1,   ±3
	TO-92, SOT-89, SOT-223, SO-8, TO-252
	0.15
	-25 to +125

	AMS500
	0.5
	Adj., 2.0, 2.5, 3.3, 3.5, 4.0, 5.0, *
	 ±4
	TO-92, SOT-89, SOT-23-5
	0.25
	-25 to +125

	AMS2954
	0.25
	Adj,2.5, 3.0, 3.3, 5.0, *
	± 0.5,  ±1
	TO-220, TO-263, TO-252, SOT-223, SO-8, 8L PDIP
	0.38
	-40 to +125

	AMS2930
	0.15
	Adjustable, 5.0, *
	± 3.8,  ±5
	TO-92, SO-8, TO-220, TO-263
	0.3
	-40 to +125

	AMS2931
	0.1
	Adjustable, 5.0, *
	± 3.8,  ±5
	TO-92, SO-8, TO-220, TO-263
	0.3
	-40 to +125

	LP2950
	0.1
	2.5, 3.0, 3.3, 5.0, *
	± 0.5,  ±1
	TO-92
	0.38
	-40 to +125

	LP2951
	0.1
	2.5, 3.0, 3.3, 5.0, *
	 ±0.5,  ±1
	SO-8, 8L PDIP
	0.38
	-40 to +125

	AMS2950
	0.15
	2.5, 3.0, 3.3, 5.0, *
	 ±0.5,  ±1
	 TO-92
	0.38
	-40 to +125

	AMS2951
	0.15
	2.5, 3.0, 3.3, 5.0, *
	 ±0.5,  ±1
	SO-8, 8L PDIP
	0.38
	-40 to +125

	AMS112
	0.15
	3.3, 5.0, *
	±3
	5L SOT-23
	0.16
	-30 to +80

	AMS116
	0.1
	5.0, *
	±3
	TO-92, SOT-89
	0.17
	-40 to +125

	AMS2942
	0.10
	1.23 to 42, *
	 ±1.2,  ±2
	8L SOIC
	0.38
	-40 to +125

	AMS431L
	0.15
	1.24 to 20
	 ±0.5,  ±1,  ±2
	TO-92, SOT-89, SOT-23-3, SOT-23-5
	 
	-40 to +125

	AMS431
	0.15
	2.5 to 36
	 ±0.25,  ±0.5,  ±1
	TO-92, SO-8, SOT-89, SOT-23
	 
	-40 to +125

	AMS3431
	0.15
	2.5 to 36
	 ±0.25,  ±0.5,  ±1
	TO-92, 3L SOT-23
	 
	-40 to +85
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