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HCGF5 Product Specifications
Features ltems L Specifications
* Standard products that have been used for many years. Temperature range | -25°C ~ +85°C
Capacitance folerance | £20% (20°C, 120Hz)
Raled voltage | 160 ~ 450vV.DC
i 7 - 10.01CV (UA) or BmA, whichever is smaller or less
kage clrrerit:
Leaka et [C = nominal capacitance (pF), V = rated voitage (V)]
| Dissipation factor | Less than the value specified in the standard products table. (20°C,120Hz)
' Pemmiissible fipple curent | As specified in the standard products table. (40°C,120Hz)
‘ * | Atter the rated voltage (specified ripple current convolution) is applied at 85°C for 2000 hours;
Capacitance tolerance: +15% or less of the initial value
Dissipation factor. 175% o less of the specified initial value
| Leakage current: Specified initial value or less

. Others: | JIS C 5101-4.
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Standard value case size

- - - Attachment of legs

Raled Voltage | Capacitance | Case size tang | Rinple carrent . i

V. che' aﬁi, BDXL(mm)| 728 008 |yt 1oy gggf?z%)m Preduct name * See page 38 for shapes and dimensions.

T60V(2C)| 3300 | 36x121 | A1z | 025 | 140 | HOGF5A2C335] * Product names in the Standard Units Rating Table correspond
3900 | 51x75 C8R | 025 | 144 | HCGF5A2C302Y to the attachment legs for Type Y (Type 1 for 236 only), but
4700 | 51x75 C8R | 025 15.8 | HCGF5A2C472Y Type I attachment legs may be used (Shape Code =1).
5600 | 51x96 C10R | 025 | 190 | HCGF5A2C562Y « If attachment legs are not necessary, enter "N* for the
6800 | 51x96 | C10R | 025 | 21.0 | HCGF5A20682Y attachment leg shape code.
8200 | 51x115 | C12R | 0.25 | 24.7 | HCGF5A2C822Y * Attachment legs will be delivered separately.

10000 | 64x96 D10R | 0.25 28.0 | HCGF5A2C103Y
12000 | 64x96 D10R | 0.25 30.6 | HCGF5A2C123Y
15000 | 64x130 | D13R | 0.25 38.6 | HCGF5A2C153Y
18000 | 64x130 | D13R | 0.25 42.2 | HCGF5A2C183Y
22000 | 77x130 | E13R | 0.25 49.4 | HCGF5A2C223Y
27000 ] 77x130 | E13R | 0.25 54.7 | HCGF5A2C273Y
33000 | 90x131 F13R | 0.25 64.2 | HCGF5A2C333Y
39000 | 90x157 | F16R | 0.25 75.3 | HCGF5A2C393Y

e

Rated Vol acitance |-Case size tand |Ripple carrent Case size | Hipple carrent
V.00 Ca;zpF) 0L ()| % (fme) | Product name “ai‘}‘_”{,"éa?"; Ca‘?;;":a;m g%aff(féfne {ma) | Product name
200V(2D) 2200 | 36%X100 A10 0.25 10.6 HCGF5A2D222 | 250V(2E) 7500 36x100 18.7 HCGF5A2E152]
2700 | 36%x121 A12 0.25 12.7 HCGF5A2D2721 1800 | 36X100 19.5 HCGF5A2E1821]
3300 | 51x75 C8R 0.25 13.3 HCGF5A2D332Y 2200 | 51x75 10.8 HCGF5A2E222Y
3900 | 51x75 C8R 0.25 144 HCGF5A2D392Y 2700 | 51x75 12.0 HCGF5A2E272Y
4700 | 51x96 C10R | 0.25 17.4 HCGF5A2D472Y 3300 | 51x96 14.6 HCGF5A2E332Y
5600 | 51x115 C12R | 0.25 20.4 HCGF5A2D562Y 3900 | 51x115 17.0 HCGF5A2E392Y
6800 | 51x130 C13R | 0.25 23.7 HCGF5A2D682Y 4700 | 64%96 19.2 HCGF5A2E472Y
8200 | 64%96 D10R | 0.25 25.4 HCGF5A2D822Y 5600 | 64%x96 21.0 HCGF5A2E562Y
10000 | 64%96 D1OR | 0.25 28.0 HCGF5A2D103Y 6800 | 64x115 24.7 HCGF5A2E682Y
12000 | 77x96 E10R | 0.25 32.6 HCGF5A2D123Y 8200 | 64%x115 271 HCGF5A2E822Y
15000 | 77x96 E10R | 0.25 | 39.0 | HCGF5A2D153Y 10000 | 64x130 31.5 | HCGF5A2E103Y
18000 | 77x130 E13R 0.25 44.6 HCGF5A2D183Y 12000 | 77x115 34.8 HCGF5A2E123Y
22000 | 77x155 E16R | 0.25 53.0 HCGF5A2D223Y 15000 | 77x130 40.8 HCGF5A2E153Y
27000 | 90x131 F13R | 0.25 58.2 HCGF5A2D273Y 18000 | 77x155 47.8 HCGF5A2E183Y
33000 | 90x157 F16R 0.25 69.0 HCGF5A2D333Y 22000 | 90x157 56.5 HCGF5A2E223Y

43 Hitachi AIC Inc.




