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For INTERCONNECTING CABLES supplied alone (for example, printer cables), it is permitted to
apply the requirements of this subclause at the option of the manufacturer.

It is permitted to treat cables, or those parts of cables, that are within an equipment
ENCLOSURE either as INTERCONNECTING CABLES or as internal wiring.
1.5.6 Capacitors in primary circuits

A capacitor connected between two line conductors of the PRIMARY CIRCUIT, or between
one line conductor and the neutral conductor, shall comply with IEC 60384-14:1993,
subclass X1 or X2. The duration of the damp heat, steady state test as specified in 4.12 of
IEC 60384-14:1993 shall be 21 days.

A capacitor connected between the PRIMARY CIRCUIT and protective earth shall comply with
IEC 60384-14:1993, subclass Y1, Y2 or Y4, as applicable.

NOTE The above requirement does not apply to a capacitor connected from a HAZARDOUS VOLTAGE SECONDARY
CIRCUIT to earth. For such a capacitor, the electric strength test of 5.2.2 is considered sufficient

Compliance is checked by inspection.
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1.5.7 Double insulation or reinforced insulation bridged by components
1.5.71 General

Compliance with 1.5.7.2 to 1.5.7.4 is checked by inspection and relevant tests.
1.5.7.2 Bridging capacitors

It is permitted to bridge DOUBLE INSULATION or REINFORCED INSULATION by:

— asingle capacitor complying with IEC 60384-14:1993, subclass Y1; or

— a single capacitor complying with IEC 60384-14:1993, subclass Y2, where the equipment
RATED VOLTAGE is less than 150 V with respect to neutral or earth; or

— two capacitors in series, each complying with IEC 60384-14:1993, subclass Y2 or Y4.

A Y1 capacitor, or a Y2 capacitor used in accordance with the above second dash, is
considered to have REINFORCED INSULATION.

Where two capacitors are used in series, they shall each be rated for the total WORKING
VOLTAGE across the pair and shall have the same nominal capacitance value.

1.5.7.3 Bridging resistors
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