
                                                 Power Product Line

          CSDALL, Rev G
          © 2001-2005 Cree, Inc.  All rights reserved.

ZERO RECOVERY RECTIFIERS

VRRM (V) IF(AV) (A) VF(TJ= 25°C)
Typ Max

VF(TJ= 175°C)
Typ Max

TJ(MAX) Package Type

CSD10030A 300 10 1.2 1.4 1.4 1.8 175°C TO-220-2 See Fig. 1

CSD20030D 300 20 1.2 1.4 1.4 1.8 175°C TO-247-3 See Fig. 5

CSD01060A 600 1 1.6 1.8 2.0 2.4 175°C TO-220-2 See Fig. 1

CSD01060E 600 1 1.6 1.8 2.0 2.4 175°C DPAK See Fig. 3

CSD04060A 600 4 1.5 1.8 2.0 2.4 175°C TO-220-2 See Fig. 1

CSD04060B 600 4 1.5 1.8 2.0 2.4 175°C TO-220-3 See Fig. 2

CSD04060E 600 4 1.5 1.8 2.0 2.4 175°C DPAK See Fig. 3

CSD06060A 600 6 1.6 1.8 1.9 2.4 175°C TO-220-2 See Fig. 1

CSD06060B 600 6 1.6 1.8 1.9 2.4 175°C TO-220-3 See Fig. 2

CSD06060G 600 6 1.6 1.8 1.9 2.4 175°C D2PAK See Fig. 4

CSD10060A 600 10 1.5 1.8 2.0 2.4 175°C TO-220-2 See Fig. 1

CSD10060G 600 10 1.5 1.8 2.0 2.4 175°C D2PAK See Fig. 4

CSD20060D 600 20 1.5 1.8 2.0 2.4 175°C TO-247-3 See Fig. 5

CSD05120A 1200 5 1.6 1.8 2.6 3.0 175°C TO-220-2 See Fig. 1

CSD10120A 1200 10 1.6 1.8 2.5 3.0 175°C TO-220-2 See Fig. 1

CSD10120D 1200 10 1.6 1.8 2.6 3.0 175°C TO-247-3 See Fig. 5

CSD20120D 1200 20 1.6 1.8 2.5 3.0 175°C TO-247-3 See Fig. 5

 Fig. 1 TO-220-2 Fig. 2 TO-220-3               Fig. 3 DPAK Fig. 4 D2PAK Fig. 5 TO-247-3

Cree, Inc.
4600 Silicon Drive • Durham, NC  27703 • USA

Tel: 919-313-5300 • Fax: 919-313-5451
www.creepower.com


