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	Class AB Audio Amplifier音频放大器

	Part No.
	Pin to Pin compatible
	工作电压
(V)
	输出功率(W)
	Output  Channel
/HP
	PSRR
(dB)
	SD current
(uA)
	Gain
(dB)
	过热保护
	Mute / shutdown
	Note
	Package

	EUA6210
	LM4910
	2.7～5.5
	35mW(3.3V、32Ω、1%)
	0/V
	59
	0.1
	By external resistor
	V
	X/V
	X
	MSOP-8

	EUA4890
	LM4890
	2.5～5.5
	1.0W(5.0V、 8Ω、1%)
	1/X
	65
	0.1
	By external resistor
	V
	X/V
	X
	MSOP-8
TDFN-8

	EUA4890A
	LM4890
	2.5～5.5
	1.0W(5.0V、 8Ω、1%)
	1/X
	65
	0.1
	By external resistor
	V
	X/V
	X
	WCSP-9

	EUA6201
	TPA6201
	2.5～5.5
	1.25W(5.0V、8Ω、1%)
	1/X
	85
	0.01
	By external resistor
	V
	X/V
	X
	TDFN-8
MSOP-8

	EUA6204
	TPA6204
	2.5～5.5
	1.36W(5.0V、8Ω、1%)
	1/X
	85
	0.01
	By external resistor
	V
	X/V
	X
	TDFN-8
MSOP-8

	EUA6204A
	TPA6204
	2.5～5.5
	3.0W(5.0V、3Ω、10%)
	1/X
	85
	0.01
	By external resistor
	V
	X/V
	X
	SOP-8

	EUA6205
	TPA6205
	2.5～5.5
	1.25W(5.0V、8Ω、1%)
	1/X
	84
	0.02
	By external resistor
	V
	X/V
	X
	TDFN-8 

MSOP-8

	EUA5202
	TPA0202
	3.0～5.5
	2.0W(5.0V、 3Ω、1%)
	2/V
	65
	1
	By external resistor
	V
	V/V
	X
	TSSOP-24

	EUA6412A
	TPA0212
	4.5～5.5
	2.0W(5.0V、 3Ω、1%)
	2/V
	68
	120
	6、15.5、21.5、
27.6、可选
	V
	X/V
	X
	TSSOP-24

	EUA6412
	TPA0312
	4.5～5.5
	2.6W(5.0V、 3Ω、1%)
	2/V
	70
	150
	4.1、6、10、15.6、21.6、可选
	V
	X/V
	X
	TSSOP-24

	EUA6011A
	TPA6011
	4.0～5.5
	3.0W(5.5V、3Ω、10%)
	2/V
	68
	1
	DC-Volume
－40～20
	V
	X/V
	Fade mode
	TSSOP-24

	EUA6019
	TPA6011
	4.0～5.5
	3.0W(5.5V、3Ω、10%)
	2/V
	68
	1
	DC-Volume
－40～20
	V
	X/V
	Fade mode
	TSSOP-24

	EUA6029
	TPA6021
	4.0～5.5
	2.5W(5.0V、4Ω、10%)
	2/V
	68
	1
	DC-Volume
－40～20 
	V
	X/V
	Fade mode
	DIP-20

	* - Developing

	Class D Audio Amplifier 音频放大器

	Part No.
	Pin to Pin compatible
	工作电压
(V)
	输出功率(W)
	Output  Channel/HP
	PSRR
(dB)
	SD current (uA)
	Gain
(dB)
	过热
保护
	Mute/
shutdown
	Note
	Package

	EUA2005
	TPA2005
	2.5～5.5
	1.5W(5V、8Ω、10%)
	1/X
	68
	0.5
	By external resistor
	V
	X/V
	X
	TDFN-8

	EUA2011
	TPA2010
	2.5～5.5
	 3.0W(5V、4Ω、10%)
	1/X
	72
	0.5
	By external resistor
	V
	X/V
	X
	TDFN-8
WCSP-9

	EUA2012
	TPA2012
	2.5～5.5
	2.7W(5V、4Ω、10%)
	2/X
	72
	1.5
	6、12、18、24、
可选
	V
	X/V
	X
	  TQFN-20
 WCSP-16

	EUA2014
	LM48410
	2.5～5.5
	2.7W(5V、4Ω、10%)
	2/X
	75
	1.5
	6、12、18、24、
可选
	V
	X/V
	3D enhanced
	TQFN-24

	EUA2101*
	TPA3101
	10～15
	10W(12V、8Ω、10%)
	2/X
	60
	300
	20、26、32、36、
可选
	V
	V/V
	X
	TQFN-48

	* - Developing


	LDO ICS 低压线性稳压器

	Part No.
	Pin to Pin compatible
	工作电压
(V)
	输出电流
	输出电压种类（V）
	IQ
(uA)
	电压精度
	参考电压
	Dropout 
压差(mV)
	PSRR值
(dB)
	EN/POR
	OT/OC
	Package

	EUP7915
	NS-LP3985
	2.5～5.5
	150
	1.5、1.8、2.5、2.8、2.85、3.0 、3.3 and Adjustable
	70
	±2%
	1.2V
	170 @ 150mA
	75
	V/X
	V/V
	SOT23-5

	EUP7961
	NS-LP3871
	2.5～5.5
	1000
	1.5、1．8、2．5、3.3
	300
	±1.8%
	0.8V
	300 @ 1A
	60
	V/V
	V/V
	SOT-223 SOP-8
SOT-89

	EUP7962
	NS-LP3872
	2.5～5.5
	2000
	1.5、 1.8、 2.5、 3.3
	1000
	±1.8%
	0.8V
	600 @ 2A
	56
	V/V
	V/V
	TO220-3 TO220-5
TO263-3 TO263-5

	EUP7963
	NS-LP3873
	2.5～5.5
	3000
	1.5、 1.8、 2.5、 3.3
	1000
	±1.8%
	0.8V
	750 @ 3A
	56
	V/V
	V/V
	TO220-3 TO220-5
TO263-3 TO263-5

	EUP7965
	NS_3985
	2.5～5.5
	150
	1.5、 1.8、 2.5、 2.8、2.85、 3.0、3.3、 4.8、5.0 and adjustable
	85
	±2%
	1.23V
	100 @ 150mA
	70
	V/X
	V/V
	SOT-23-5
 SOT-23-6

	EUP7966
	G966
	1.2～3.6 4.5～5.5
	2A
	1.5、1.8、2.5、2.8、 2.85、3.0、3.3、4.8 、5.0 and adjustable
	800
	±2%
	0.8V
	300 @ 2A
	－
	V/V
	V/V
	SOP-8


	EUP7967
	MAX8887
	2.5～5.5
	300
	1.8、 2.5、 2.8、 3.0、 3.3
and adjustable
	110
	±2%
	1.23V
	200 @ 300mA
	60
	V/X
	V/V
	SOT-23-5 
SOT-23-6

	EUP7967A
	RT9167
	2.5～5.5
	300
	1.5、1.8、2.5、 2.8、 3.0 、3.3
 and adjustable
	84
	±3%
	1.23V
	150 @ 300mA
	65
	V/X
	V/V
	SOT-23-5

	EUP7968
	RT9166
	2.5-5.5
	300
	1.2、1.5、1.8、2.5、2.8、3.0、3.3、3.5
	9
	±3%
	1．23V
	170 @ 300mA
	65
	X/X
	V/V
	SOT23-3 
SOT89-3

	EUP7981
	MAX8510
	2.5～5.5
	150
	1.5、1.8、2.5、2.8、2.85、 3.0、3.3 and Adjustable
	70
	±2%
	1.2V
	140 @ 150mA
	75
	V/X
	V/V
	SC-70

	EUP7982
	NS-LP3982
	2.5～5.5
	300
	1.8、 2.5、 2.8、 3.0、 3.3
 and adjustable
	110
	±2%
	1.23V
	140 @ 300mA
	60
	V/V
	V/V
	MSOP-8

	EUP7913*
	R1114
	2.5～5.5
	150
	1.5、1.8、2.5、 2.8、3.0、3.3
 and adjustable
	70
	±2%
	1.2V
	170 @ 150mA
	75
	V/X
	V/V
	SC-82
SOT23-5

	EUP7917
	RT9193
	2.5～5.5
	300
	1.5、1.8、 2.5、2.8、 2.85、 3.0、 3.3 and Adjustable
	70
	±2%
	1.2V
	170 @ 150mA
	75
	V/X
	V/V
	SC-70

	EUP7180
	R1180
	2.5～5.5
	150
	2.3、 2.5、 3.0
	1
	±3%
	－
	230 @ 100mA
	－
	X/X
	V/V
	SOT23-3
 SOT89-3

	EUP7182
	TC1072
	2.5～5.5
	50
	1.8、 2.5、 2.8、 3.0、 3.3
	100
	±2%
	1.23V
	25 @ 50mA
	60
	V/V
	V/V
	SOT23-6

	EUP7201
	XC6401
	2.5～5.5
	DUAL 150
	1.2/2.8、 1.8/2.8、 1.8/2.6、 1.8/3.3、 2.5/2.8、 2.8/1.2、 2.8/2.8、 2.8/3.0
	110
	±2%
	1.2V
	100 @ 100mA
	60
	V/X
	V/V
	SOT23-6
USP-6

	EUP7559
	MAX8559
	2.5～ 6
	DUAL 300
	1.5~3.0/1.5~3.3
	180
	±3%
	－
	55 @ 100mA
	70
	V/X
	V/V
	TDFN-8

	EUP7522*
	APL5522
	2.5～5.5
	Dual 600
	2.5/3.3
	130
	±2%
	1.2V
	600 @ 600mA
	62
	X/X
	V/V
	SOP-8

	EUP7538*
	APL5538
	2.5～5.5
	Dual 600
	3.3/2.5、3.3/3.3
	140
	±2%
	1.2V
	430 @ 600mA
	59
	V/V
	V/V
	SOP-8

	* - Developing


	LCD Power

	Part No.
	Pin to Pin compatible
	工作电压
(V)
	峰值输入电流
/MOS Resitor
	输出电压
(V)
	DC
	OP
	LDO
	效率（%）
	同步/

非同步
	FB

(V)
	Duty
	Soft Start
	过热保护
	Package

	EUP2618*
	MAX1748
	2.5～5.5
	1.9A/0.2Ω
	Vin～18
	3
	0
	0
	90
	非同步
	1.24
	< 94%
	V
	V
	TSSOP-16

	EUP2613*
	RT9913
	2.5～5.5
	2A/0.2Ω
	Vin～16
	1
	1
	1
	90
	非同步
	1.24
	< 94%
	V
	V
	SOT-25

	EUP2639*
	MAX8739
	2.5～5.5
	2.1A/0.1Ω
	Vin～20V
	1
	2
	0
	85
	非同步
	1.24
	< 96%
	V
	V
	TQFN-20

	EUP2644*
	ISL97644
	2.5～5.5
	2.9A/0.1Ω
	Vin～20V
	1
	1
	1
	90
	非同步
	1.26
	< 96%
	V
	V
	TQFN-24

	* - Developing

	STEP-UP DC TO DC升压

	Part No.
	Pin to Pin compatible
	工作电压
(V)
	峰值输入电流
	输出电压
(V)
	静态/关闭电流
	工作频率
(MHz)
	效率（%）
	同步/

非同步
	FB

(V)
	Duty
	Soft Start
	过热保护
	Package

	EUP2571
	RT9271
	2.5～5.5
	1A
	Vin～26
	0.1mA/0.1u
	1
	90
	非同步
	0.25
	< 94%
	X
	V
	SOT23-5
SOT23-6

	EUP2621
	LM2622
	2.5～5.5
	1.6A
	Vin～18
	0.5mA/0.1uA
	0.62/1.25
	90
	非同步
	1.24
	< 94%
	V
	V
	MSOP-8

	EUP2624
	LM3224
	2.5～5.5
	2.1A
	Vin～28
	0.5mA/0.1uA
	0.62/1.25
	90
	非同步
	1.24
	< 94%
	V
	V
	MSOP-8

	EUP2627*
	MAX8727
	2.5～5.5
	2.1A
	Vin～28
	0.5mA/0.1uA
	0.62/1.25
	90
	非同步
	1.24
	< 94%
	V
	V
	TDFN-10

	* - Developing

	STEP-Down DC TO DC 降压

	Part No.
	Pin to Pin compatible
	工作电压
(V)
	输出电流/
峰值电流
	输出电压
(V)
	固定电压
（V）
	静态/关闭

电流
	频率
(MHz)
	效率
(%）
	同步/

非同步
	Duty
	Feed

Back(V)
	Soft Start
	过热、过压保护
	Package

	EUP3010
	RT8010
	2.5～5.5
	1A/1.5A
	0.6～Vin
	1.2、1.8、3.3
	270uA/1uA
	1.5
	96
	同步
	< 100%
	0.6
	V
	V
	TDFN-6

	EUP3406
	MP2104
	2.5～5.5
	600mA/1.2A
	0.6～Vin
	X
	270uA/1uA
	1.5
	96
	同步
	< 100%
	0.6
	X
	V
	SOT23-5

	EUP3408
	MP2105
	2.5～5.5
	800mA/1.25A
	0.6～Vin
	1.2、1.8、3.3
	270uA/1uA
	1.5
	96
	同步
	< 100%
	0.6
	V
	V
	SOT23-5
TSOT23-5

	EUP3409
	MP2109
	2.5～5.5
	2×800mA/1.3A
	0.6～Vin
	
	270uA/1uA
	1.5
	95
	同步
	< 100%
	0.6
	V
	V
	TDFN-10

	EUP3410
	MP1410
	4.75～23
	2A/3.1A
	1.22～20
	
	1mA/25uA
	0.38
	92
	非同步
	< 90%
	1.222
	X
	V
	SOP-8

	EUP3412
	TPS62040
	2.5～5.5
	1.2A/2.4A
	0.7V～Vin
	
	270uA/1uA
	1.5
	96
	同步
	< 100%
	0.5
	V
	V
	TDFN-10
MSOP-10

	EUP3416
	LTC3406
	2.5～5.5
	600mA/1.3A
	0.6～Vin
	1.2、1.8、3.3
	25uA/1uA
	1.5
	96
	同步
	< 100%
	0.6
	V
	V
	SOT23-5

	EUP3411
	MP1411
	4.75～23
	2A/5.6A
	1.2～16
	
	1mA/23uA
	0.38
	92
	非同步
	< 90%
	1.222
	V
	V
	MSOP-10

	EUP3020
	RT8020
	2.5～5.5
	2×1A /1.5A
	0.6～Vin
	
	270uA/1uA
	1.5
	96
	同步
	< 100%
	0.6
	V
	V
	TDFN-10

	* - Developing

	DDR ICs 调节稳压IC

	Part No.
	Pin to Pin compatible
	工作电压
(V)
	VDDQ

(V)
	VDDQ

(I)
	Vtt

输出电压(V)
	输出电流(A)
	静态电流
(uA)
	输出精度
	限流、过热保护功能
	待机功能
	符合ROHS
	Package

	EUP7996
	NS-LP2996
	2.5～5.5
	X
	x
	1.25
	±1.5
	305
	±20mv
	V
	V
	V
	SOP-8

	EUP7171
	RT9173C
	1.8～5.5
	X
	x
	1.25/0.9
	±2
	1400
	±20mv
	V
	V
	V
	SOP-8

	EUP7116*
	TI-TPS51116
	3～28
	2.5、1.8、(1.5-3.0)
	10A
	1.25/0.9
	± 3
	800
	±20mv
	V
	V
	V
	TSSOP-20

	EUP7117*
	TI-TPS51117
	3～28
	2.5、1.8、(1.5-3.0)
	10A
	x
	x
	800
	±20mv
	V
	V
	V
	TSSOP-14

	 * - Developing


	Lithium Battery Charger锂电池充电IC

	Part No.
	Pin to Pin compatible
	工作电压
(V)
	精确度
	再充电功能
	最大充电电流 (A)
	工作方式
	过热、过充、过电流保护
	LDO Mode
	电池单
元数
	符合ROHS
	Package

	EUP8010A
	TI-BQ24010
	4.5～5.5
	±1.5%
	V
	1
	Linear
	V
	X
	1
	V
	TDFN-10

	EUP8010B
	TI-BQ24012
	4.5～5.5
	±1.5%
	V
	1
	Linear
	V
	X
	1
	V
	TDFN-10

	EUP8010C
	TI-BQ24013
	4.5～5.5
	±1.5%
	V
	1
	Linear
	V
	X
	1
	V
	TDFN-10

	EUP8010D
	TI-BQ24014
	4.5～5.5
	±1.5%
	V
	1
	Linear
	V
	X
	1
	V
	TDFN-10

	EUP8020A
	TI-BQ24020
	4.5～5.5
	±1.5%
	V
	1
	Linear
	V
	X
	1
	V
	TDFN-10

	EUP8020B
	TI-BQ24022
	4.5～5.5
	±1.5%
	V
	1
	Linear
	V
	X
	1
	V
	TDFN-10

	EUP8020C
	TI-BQ24023
	4.5～5.5
	±1.5%
	V
	1
	Linear
	V
	X
	1
	V
	TDFN-10

	EUP8020D
	TI-BQ24024
	4.5～5.5
	±1.5%
	V
	1
	Linear
	V
	X
	1
	V
	TDFN-10

	EUP8020F
	TI-BQ24026
	4.5～5.5
	±1.5%
	V
	1
	Linear
	V
	X
	1
	V
	TDFN-10

	EUP8020G
	LM3658
	4.5～5.5
	±1.5%
	V
	1
	Linear
	V
	X
	1
	V
	TDFN-10

	EUP8051A
	TI-BQ2057
	4.5～7
	±1%
	V
	1
	Linear
	V
	X
	1
	V
	MSOP-8

	EUP8054
	LTC4054
	4.35～6.5
	±1%
	V
	1
	Linear
	V
	X
	1
	V
	TSOT-25

	EUP8057-42
	TI-BQ2057
	4.5～15
	±1%
	V
	1
	Linear
	V
	X
	1
	V
	TSSOP-8
SOP-8

	EUP8057-83
	TI-BQ2057
	4.5～15
	±1%
	V
	1
	Linear
	V
	X
	2
	V
	MSOP-8
TSSOP-8

	EUP8060*
	TI-BQ24060
	4.7～16
	±1%
	V
	1
	Linear
	V
	V
	1
	V
	TDFN-10

	EUP8202
	LTC4002
	4.7～20
	±1%
	V
	3
	PWM
	V
	X
	1/2
	V
	TDFN-10
SOP-8

	 * - Developing

	Lithium  Charger+DC/DC(Step-Down)+LDO 

	Part No.
	Pin to Pin compatible
	工作电压
(V)
	最大充电电流
(mA)
	精確度
	再充电功能
	负载Switch/LDO(mA)
	关闭/静态电流 (uA)
	效率
	过热、过充、过电流保护
	电池单

元数
	符合ROHS
	Package

	EUP8080*
	LTC4080
	3.75～5.5
	500
	±1%
	V
	600
	5
	0.9
	V
	1
	V
	TDFN-10

	EUP8084
	AAT2554
	3.75～5.5
	500
	±1%
	V
	600/300
	5
	0.9
	V
	1
	V
	TDFN-16

	EUP8086
	AAT2556
	3.75～5.5
	500
	±1%
	V
	600
	5
	0.9
	V
	1
	V
	TDFN-12

	* - Developing

	Lithium  Battery Protection 

	Part No.
	Pin to Pin compatible
	工作电压
(V)
	精确度
	再充电功能
	最大充电电 流(A)
	Cell
Balance
	过热、过充、过电流保护
	Quiescent 

Current
	电池单

元数
	符合ROHS
	Package

	EUP9232
	Seiko-s8232
	2～16
	±25mV(充)/±80mV(放)
	－
	－
	X
	V
	5
	
	V
	TSSOP-8

	EUP9261
	Seiko-s8261
	1.5～12
	±25mV(充)/±50mV(放)
	－
	－
	X
	V
	3.5
	
	V
	SOT-23-6

	EUP9230*
	Vishay_Si9730
	1.5～12
	±25mV(充)/±50mV(放)
	-
	-
	V
	V
	30
	
	V
	SOP-8

	 * - Developing


	Serial White LED Driver 串列式白光驱动

	Part No.
	Pin to Pin compatible
	輸入电压
(V)
	支援

Panel
	最大輸出电压
	LED(最大)总电流
	回馈电压
(V)
	串列驱动
LED数量
	静态电流
(mA)
	工作频率
(MHz)
	效率
	工作方式
	过热、过压
、短路保护
	Package

	EUP2595
	MAX8595
	2.5～5.5
	Main
	32V
	－
	0.33
	9
	0.35
	1.0
	90%
	boost
	V
	TDFN-8

	EUP2983
	
	6～25
	Main
	30V
	－
	0.168
	6
	1.2
	1.0
	90%
	buck-boost
	V
	TDFN-8

	EUP2584/A
	RT9284A
	2.6～5.5
	Main
	27V
	－
	0.25/0.3
	7
	0.115
	1.1
	85%
	boost
	V
	SOT23-5
SOT23-6

	EUP2520*
	NS_LM3520
	2.7～5.5
	Main
	20V
	30mA
	0.5
	5
	0.25
	1.1
	80%
	boost
	V
	TDFN-12

	
	
	
	OLED
	20V
	50mA
	1.23
	
	
	
	
	
	
	

	EUP2582*
	MAX1582
	2.6～5.5
	Main
Sub
	26V
	－
	0.162
	6
	0.44
	1.0
	84%
	boost
	V
	TQFN-12

	EUP2538*
	CAT4238
	2.6～5.5
	Main
	40V
	160mA
	0.1
	10
	0.56
	1.3
	84%
	boost
	V
	SOT23-5

	* - Developing

	Parallel White LED Driver 平行式白光驱动

	Part No.
	Pin to Pin compatible
	工作电压
(V)
	LED的(最大)总电流
	支援panel
	Output mode
量
	静态电流
(mA)
	工作频率
(MHz)
	Charge Pump Mode
	Dimming Control
	过热、过压、过流保护
	Package

	EUP2794
	
	2.7～5.5
	80mA
	Main:4
	Source
	4.1
	0.9
	1X/1.5X
	Analog and PWM
	V
	3×3 TQFN-16

	EUP2796*
	
	2.7～5.5
	120mA
	Main:4

Sub:2
	Source
	3.7
	0.5
	1X/1.5X
	PWM
	V
	4×4 TQFN-16

	EUP3595
	
	3.0～5.5
	100mA
	Main:4
	Source
	0.175
	X
	1X
	Analog and PWM
	V
	TDFN-8

	EUP3651
	
	2.7～5.5
	120mA
	Main:4
	Sink
	0.65/2
	1.0
	1X/1.5X
	16-Step Serial
	V
	TDFN-12

	EUP3651A
	AAT3151
	2.7～5.5
	120mA
	Main:3 Sub:1
	Sink
	0.65/2
	1.0
	1X/1.5X
	16-Step Serial
	V
	TDFN-12

	EUP3674
	
	2.7～5.5
	90mA
	Main:3
	Sink
	0.4/1.75
	1.0
	1X/1.5X
	16-Step Serial
	V
	TDFN-12

	 * - Developing

	Torch/ Camera Flash

	Part No.
	Pin to Pin compatible
	工作电压
(V)
	输出电流（mA）
	工作方式
	工作模式
	
	
	
	
	Package

	 EUP3618*
	SC618
	2.7～5.25
	700
	Charge pump
	Flash / Torch Modes
	
	
	
	
	TDFN-10 

	EUP2552*
	NS-LM3552
	2.5～5.25
	1000
	Boost
	Flash / Torch Modes
	
	
	
	
	TDFN 14

	* - Developing


	DC-FAN Motor Driver 

	Part No.
	Pin to Pin compatible
	工作电压
(V)
	输出电流(mA)
	Internal Power MOS


	输出饱和电流(V)
	转速控制
	霍尔偏置电压(V)
	锁定时间
比率
	符合RoHS
	Package

	EUM6179A*
	BH6779
	2.2V～6
	1000
	V
	Upper and Lower
0.3(@250mA)
	——
	1.3
	1:10
	V
	MSOP-8

	EUM6261A
	LB11961
	4.5～16
	1000
	V
	VOL=0.17 (@200mA)
	VOH=0.54 (@200mA)
	PWM
	1.2
	1:10
	V
	TSSOP-16(A)

	EUM6270
	LB11970
	4.5～16
	1200
	V
	VOL=0.11   (@200mA)
	VOH=0.38 (@200mA)
	PWM
	1.22
	1:10
	V
	TSSOP-20

	EUM6167
	LB11967
	6～16
	50
	X
	——
	PWM
	1.2
	1:10
	V
	TSSOP-20

	EUM6867
	LB11867
	4.5～16
	IOUTN=30

IOUTP=40
	X
	——
	PWM
	--
	1:10
	V
	TSSOP-16

	EUM6189*
	BD6989
	2.9～7
	700
	V
	Upper and Lower
0.4(@250mA)
	PWM
	1.3
	1:10
	V
	MSOP-8

	 * - Developing

	DVD-ROM Motor Driver


	Part No.
	Pin to Pin compatible
	工作电压
(V)
	输出电流(mA)
	Internal Power MOS


	输出饱和电压(V)
	BTL Drivers
	PWM Drivers
	Spindle Drivers
	符合RoHS
	Package

	EUM6102*
	Rohm BD7902
	4.3~14
	Ch1 to 3

 Ch4 / 5 

Ch 6
	BTL 

PWM 

PWM
	4.1V/10.45V
2.65Ω

0.95Ω
	17.5dB

1A/V

3A/V
	V
	
	V
	HTSOP-54

	EUM6109*
	Rohm BD7909
	4.3~14
	Ch1 to 3

Ch4 / 5

Ch 6
	BTL

PWM

PWM
	4.05V/9.55V

2.65Ω

0.9Ω
	17.5dB

1A/V

3A/V
	V
	
	V
	SSOP-48

	* - Developing
	
	
	Ch 6








PAGE  
1

