
 
 
 

 
 
 
 
 
 
 



 
 
 
 
 

 
 
 
 
 



公司名称： 深圳市步腾软件科技有限公司

客户名称： AULT INC

客户料号： FLU4-50-1-6994

产品名称： ER35 Power Transformer
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1 Winding Data List
NO.
N1

Strat.

1

Finish

2
Winding Spec

2UEW 0.3×2P
TURNS
63

层数

3/2.3

LT WT

3

底挡墙

3.2

顶挡墙

3.2

TUBE

24/24

槽位

1/2

METHOD

Close

NOTENO.

N2

Strat.

5

Finish

2

Winding Spec

Cu.Foil 0.15×18*1P

TURNS

10

层数

10

LT

10

WT

3

底挡墙

3.2

顶挡墙

3.2

TUBE

21/14

槽位

5/2

METHOD

Close

NOTENO.

N3

Strat.

1

Finish

2

Winding Spec

2UEW 0.3×2P

TURNS

63

层数

3/2.3

LT WT

3

底挡墙

3.2

顶挡墙

3.2

TUBE

24/24

槽位

1/2

METHOD

Close

NOTE

3.结构与原理示意图

FERRITE CORE EC35

Bottom Top

BOBBIN WALL ER35V6+6

3Ts Tape
3.2 3.2N1

3Ts Tape
1T Tape 3.2 3.2N2

3Ts Tape
3.2 3.2N3

5

N2 10Ts

Cu.Foil 0.15*18*1P

2

1

N1
63Ts

2UEW 0.3*2

2
1

N3
63Ts

2UEW 0.3*2

2

3 Electronic Parameter  
 ● Inductance:L(1-4)=5mHMin.测试条件:100KHZ @ 1V S仪器:CH3250
 ● Leak Inductance:(LK(1-4)=15uHMax.条件:100KHZ @ 1V S(短路:    Sec )仪器:CH3250
 ● DC Resistance:(R(1-4)=0.5ΩMax.10%条件:@20 ℃仪器:CH3250
 ● HI-POT Pri Vs Sec AC 3.5KV 0.5mA 60S
 ● HI-POT Pri Vs Core AC 2.0KV 0.5mA 60S
 ● HI-POT Pri Vs Pri AC 1.5KV 0.5mA 60S
 ● HI-POT Sec Vs Sec AC 0.5KV 0.5mA 60S
 ● HI-POT Sec Vs Core AC 0.5KV 0.5mA 60S
 ●  HI-POT Coil Vs Core AC 500V 0.5mA 60S
 ● 绝缘阻抗 Pri Vs Sec 100MΩ Min  DC500V
 ● 绝缘阻抗 Pri Vs Core 100MΩ Min  DC500V


